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TITLE 14, CALIFORNIA CODE OF REGULATIONS
SUBDIVISION 4, OFFICE OF ©t= SPILL PREVENTION AND RESPONSE
CHAPTER 3, OIL SPILL PREVENTION AND RESPONSE PLANNING
SUBCHAPTER 6, OIL TRANSFER AND VESSEL OPERATIONS
SECTIONS 840 - 845.2
Amended April 10, 2001
ARTICLE 1
GENERAL REQUIREMENTS

840. SHORT TITLE.

This subchapter shall be known and may be cited as the Department of Fish and Game, Office of
©tt Spill Prevention and Response, Oil Transfer and Vessd Operation Reguldions.

Authority: Sections 8670.7, 8670.17 and 8670.18, Government Code.
Reference: Sections 8670.2, 8670.7 and 8670.17 Government Code

840.1 APPLICABILITY.
@ The provisions of this subchapter shall apply to:
(D) all oil transfer operations; regardless of the quantity being transferred, conducted
A where a spill could |mpact CaI |forn|a marine wat S, xcggt as noted in (Q)

beIOW Ot
ef-fshefeﬁaﬁﬁefeﬁﬂrna‘ and

(2) al drydock associated oil transfers including, but not limited to, oil transfersto or
from atank vessel or nontank vessel in drydock; oil transfersto or from tanks
(portable and/or fixed) within the drydock; and oil transfers to or from the

drydock; and

(3) all vessels engaged in oil transfer operations. For the purpose of this subchapter,
“vessal” is not limited to the definition in Chapter 1, Section 790, of this
subdivision and includes tank vessels and nontank vessels

(b) This subchapter does not apply to:
(1)  nontank vesselswith an oil carrying capadty of lessthan 250 barrels,
(2) oil transfers to or from a marine teminal;
(©)) small craft refueling docks as defined in Chapter 1, Section 790 of this
subdivision;
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(5) dedicated response vessels when conducting response operations in a response
area; or
(6)  vesselsof opportunity as defined in Chapter 1, Section 790 of this subdivision.

(c) Both the transfer unit and the recaving unit may be inspected by Staff during any phase
of the ail transfer operation.

Authority: Sections 8670.7, 8670.17 and 8670.18, Government Code.
Reference: Sections 8670.2, 8670.14, 8670.17 and 8670.18, Government Code.

840.2 ADMINISTRATION.

@ The Staff shall administer this subchapter and shall thereby seek to provide for the
following:

Q) the prevention and elimination of any contamination or pollution of the ocean and
tidelands,

(2 the prevention and elimination of waste from the marine waters,
3 the conservation of natural resources,

4) the protection of human health and safety, and

) the protection of the environment.

Authority: Section 8670.7, 8670.17 and 8670.18, Government Code.
Reference: Section 8670.2, Government Code.

841. DEFINITIONS.

In addition to the definitions in Chapter 1, Section 790 of this Subdivision, the following
definitions shall govern the construction of this subchapter. Where similar terms are defined, the
following will supersede the definition in Chapter 1:

(a) “#1 and #2 Grade Qils’, for the purpose of this subchapter, means fudls typically with an
API gravity of 35to 40 and are primarily intended for use in internal combustion engines
that use compresson for ignition, or used in turbine endnes, or used as aheating oil.
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(b) “Boom”, for the purpose of this subchapter, means flotation boom or other effective
barrier containment material suitable for containment of oil that is discharged onto the
surface of the water.

(c) “ISGOTT” means the Fourth Edition of the International Safety Guide for Oil Tankers
and Terminals, published in 1996 by the International Chamber of Shipping (ICS), 12
Carthusian Street, London EC1M 6EB, United Kingdom.

(ad) "Personin charge" meansthat person as defined in 33 CFR 154.105.

e “Recavim nit” nearsary tark vessd, nantark vessd or narinefadlity whichrecavesail curirg anoil
trande gparation

(f) “Sell maine fuding fadl ity meenseither of thefdllonving

(A anobiletrander urit, or

(B) afixedfacility thet isnat amainetemind, which d soansss pimati ly
nanpersstert oil, and ey digpensesdl arountsof peragtert ail, prinailyto shal
aat, and megsdl of thefdlowing aitaia

)] hestark dorane cgpecity nat exceading 40,000 cdl asinay
sndedaagetankor saagetank conpartnent.

(] hestatd usahletark Sorage capecity not excesding 75,000
odlons

€] hadan annwd thraughput volune of over-trewater radfersd
ol thet didna exaeed 3,000000 cHlors duingthe nost recert
pracedng 124month period

(o)) “SOLAS’ meansthel nterndi ond Convanti onfar Sifdy of Lifeat Sea1974, ind uding dll Subseouat
arenchents, and the Prdiocds of 1978and 1988, publided inSALAS, conddidatededition 197, IMO
Publictions, Internationd Maitime Qoanization (IMO), 4 Albart Enbankment, Londan SEL 7SR United
Kingdom

(h "S4f" mearsthe Adminigrator or any parsonnd within the Gliformia Departmat of Fishand Game
authorized to att onbedf of the Adminidraa.

(ki)  "Transfer" or “Transfer Operation” means the transfer of oil durirg-atightering-operation

() "Trander Lhit" nearsany tark vessd, nantark vessd, or narirefadlity franwhichall istranderredto
axthe vesd o maine fad lity dui nganal trandfer opadion

Authority: Sections 8670.17 and 8670.18 and 8670.28, Government Code.
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Reference: Section 8670.3, Government Code.

842.

(@

INCORPORATION BY REFERENCE.

Unless found to conflict with regulations of this subchapter, and to the extent that they
govern the transportation or transfer of ail, the following regulations promulgated by the
United States Coast Guard are incorporated by reference:;

@ Title 33, Code of Federal Regulations (CFR), Part 154, Facilities Transferring Oil
or Hazardous Material in Bulk.

2 Title 33, Code of Federal Regulations (CFR), Part 155, Oil or Hazardous Material
Pollution Prevention Regulations for Vessels.

3 Title 33, Code of Federal Regulations (CFR), Part 156, Oil and Hazardous
Material Transfer Operations.

Authority: Section 8670.7, 8670.17 and 8670.18, Government Code.
Reference: Sections 8670.2 and 8670.14, Government Code.

843.

(@

(b)

ARTICLE 1.1
REQUIREMENTS FOR THE TRANSFER OF OIL

GENERAL.

No person may conduct an oil transfer atighteringorbanrkering operation, unless the
equipment, personnel and operating procedures meet the requirements of this subchapter.

Any transfer operation which doesnot meet the requirements of Subsedtion (a) of this

(bc)

section may be subject to a shutdown of operations. An order issued by the Stef to
terminate an oil transfer operation is an order of the Administrator and failure to comply
constitutes aviolation of Article 9 of the Government Code (commencing with Section
8670.57 et seq.).

The Administrator may grant an exemption or partial exemption from compliance with
any requirement in this subchapter if the following conditions are met:

Q) an owner or operator submits awritten request for an exemption to the
Administrator at least 30 days before operation under the exemption is proposed,
unless the Administrator authorizes a shorter time period; and

2 it is determined from the request tha:

(A)  compliance with aspecific requirement is economically or physically
impractical;
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(B)  no aternative procedure, method, or equipment standard exists that would
provide an equivalent level of protection from pollution by oil; and

(C) thelikelihood of oil being discharged as aresult of theexemptionis
minimal.

3 if requested, the applicant must submit any appropriateinformation to substantiate
the request for an exemption. Such information may include an environmental
and economic assessment of the effects of and the reasons for the exemption, and
any proposed procedures, methods or equipment standards to be followed in lieu
of thoserequired. The Administrator may consider any exemption or partial
exemption from compliance with any requirement in the federal regulations
granted by the Commandant of the U.S. Coast Guard;

4) the exemption may specify the procedures, methods, or equipment standards that
will apply;

(5) an exemption will be granted or denied in writing. The decision of the
Administrator will be rendered within 10 calendar days of receipt of the request
and isthe final agency action.

(ed) Any exemption granted by the State Lands Commission pursuant to Title 2, CCR
8§Section 2310, shall remainin full force and effect until such exemption expires by its
own terms or an application is made to the Administrator, pursuant to this section for an
extension or amendment of such exemption.

Authority: Sections 8670.7, 8670.17, and 8670.18, Article 9 (commencing with Section
8670.57 et seq.), Government Code.
Reference: Sections 8670.2, 8670.14 and 8670.17, Government Code.

843.1 PERSONSIN CHARGE: DESIGNATION AND QUALIFICATION.

@ A separate "person in charge" must be designated for the oil transfer operations of the
transfer unit transferring-vesset and for the oil transfer operations of the reeetvingvesset
receiving unit.

(b) NoO person may serve,-antd
charge of oil transfer operations unless

Q) the person meets the requirements set forth in 33 CFR 154.710, 33 CFR 155.710
and 156.115, whichever is appropriate.
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2 the person in charge has been desgnated in writing in accordance with 33 CFR
155.820 as set forth in 33 CFR 154.730, and 33 CFR 155.715.

Authority: Section 8670.7, 8670.17 and 8670.18, Government Code.
Reference: Sections 8670.2 and 8670.14, Government Code.

843.2 COMPLIANCE WITH OIL TRANSFER PROCEDURES OR OPERATIONS
MANUAL.

@ The operator of each vessel required by federatregutation 33 CFR 155.300 to have ail
transfer procedures shall ensure that such procedures are current and shall require vessel
personnel to use the oil transfer procedures during each oil transfer operation.

(b) The operator of each marine facility required by 33 CFR 155.720 to have an operations
manual shall ensure that the manual’s procedures are current and shall require fadlity
personnel to use the operations manual during each oil transfer operation.

Authority: Section 8670.7, 8670.17 and 8670.18, Government Code.
Reference: 33 CFR 154.100 and 156.100, and Sections 8670.2 and 8670.14, Government
Code.

843.3 AVAILABILITY OF OIL TRANSFER PROCEDURES OR OPERATIONS MANUAL.

The written oil transfer procedures or operations manual must be:

@ available for inspection by the sStaff whenever the transfer unit wesset is conducting an
oil transfer a-bunkerthg-ortghterthg operation;

(b) legibly printed in English and any other language or languages used primarily by
personnel engaged in the oil transfer operation; and

(© permanently posted or available at aptace the site of transfer where the procedures can be
easily seen and used by members of the crew when engaged in oil transfer operations.

Authority: Sections 8670.7, 8670.17 and 8670.18, Government Code.
Reference: Section 8670.2 and 8670.14, Government Code.

843.4 CONTENTSOF THE OIL TRANSFER PROCEDURESOR OPERATIONS MANUAL.

The oil transfer procedures or operations manual must contain, eithe in the order listed or by use
of across-reference index page, al of the following as appropriate

@ alist of each product transferred to or from the vessel or marine facility;

(b) adescription of each ail transfer system on the vessd or marine facility including:
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D aline diagram of the vessel'sor marine facility’ s oil transfer piping, including the
location of each valve, pump, control device, vent, and overflow;

(2 the location of the shutoff valve or other isolation device that separates any bilge
or ballast system from the oil transfer system;

©)] a description of and procedures for emptying the discharge containment system;
(© the number of persons required to beon duty during oil transfer operatiors,

(d) the duties by title of each officer, person in charge, tankerperson, deckhand, and any other
person required for each oil transfer operation;

(e procedures and duty assignments for tending the vessel's moorings during the transfer of
oil;

H procedures for operating the emergency shutdown and communications;
(9) procedures for topping off tanks;

(h) procedures for ensuring that all valves used during the oil transfer operations are closed
upon completion of transfer;

) procedures for reporting oil discharges into the water; and
) procedures for closing and opening the vessel openings specified in 33 CFR 155.815.

Authority: Sections 8670.7, 8670.17 and 8670.18, Government Code.
Reference: 33 CFR 155.750 and Sections 8670.2 and 8670.14, Government Code.

843.5 DRAININGOIL.

No person may intentionally drain oil or oily waste from any source into the bilge of any vessel.
For purposes of this section, "bilge" does not mean a slop tank as described in 33 CFR 157.15, or
an oily residue tank as described in 33 CFR 157.17.

Authority: Section 8670.7, 8670.17 and 8670.18, Government Code.
Reference: Section 8670.2 and 8670.14, Government Code.

843.6 EMERGENCY SHUTDOWN.

@ A tank vessdl carrying oil, with an eargo oil capacity of 250 or more barrels, must have
on board an operable means for emergency shutdown that would enable the person in
charge of an ail transfer operation to stop the flow of oil to another vessel, or within the
vessel itself.
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(bc)

(ed)

(e

A small marine fueling facility must have an operable means for emergency shutdown
that would enablethe person in charge of the oil transfer operation to stop the flow of oil
to avessel.

The means required in paragraphs (a) and (b) of this section may be a pump control, a
quick-acting, power actuated vave, or an operaing procedure. If an emergency pump
control isused, it must stop the flow or back flow of ail if the oil could siphon through
the stopped pump.

The means required in paragraph (a) of this section must be operable from the cargo deck,
cargo control room, or the usual operating station of the person in charge of the ail
transfer operation.

The means reguired in paragraphs (a) and (b) of this section must be gperable from a

location that is accessible to the person in charge.

Authority: Sections 8670.7, 8670.17 and 8670.18, Government Code.
Reference: Section 8670.2 and 8670.14, Government Code.

843.7 COMMUNICATIONS.

(@

(b)

During ail transfers, the transfer unit and receiving unit each-tank-vesse-thatts-earrytng
ot must have ateanste-enrable continuous two-way voice communication between the

personsin charge of the transfer operations on both the transfer unit and receiving unit
vessels.

Portable communication devices used to comply with paragraph (a) of this section during

(bo)

the transfer of flammable or combustible liguids must beintrinsically safe, as defined in
Title 2, Division 3, Chapter 1, Article 5 of the California Code of Regulations, Section

2370(e).

The primary communication system means required by paragraph (a) of this section must
be usable and effectivein all phases of the transfer operation and all weather conditions.
If this communications systems fails, the transfer operation shall be discontinued, as

described in the Declaratlon of Ingectlon gSectlon 843. 8gaa) of this subchagter) A

shutdown of the trander operation. Thetransfer operatl on shall not resume until the
continuous two-way voice communication system is restored ert+eduneant-System-must




Authority: Sections 8670.7, 8670.17 and 8670.18, Government Code.
Reference:  Title 2 CCR Section 2370(e) and Sections 8670.2 and 8670.14, Government

Code.

843.8 PRE-TRANSFER REQUIREMENTS FOR OIL TRANSFER OPERATIONS.

No person may conduct an oil transfer operation unless:

@

(b)

(©)

(d)
(€)

(f)

(9)

(h)

(i)

the vessel's moorings and mooring lines used during the transfer operation are strong
enough to hold during all expected conditions of surge, current, and weather, and are long
enough to allow adjustment for changes in draft, drift, and tide during the transfer
operation;

oil transfer hoses and loading arms are long enough to allow the vessel to move to the
limits of its moorings without placing stran on any component of the oil transfer system;

each hoseis supported to prevent kinking or other damage to the hose and to prevent
strain on its coupling;

each part of theoil transfer system is properly aligned to-aHow-thefreeftow-of-the-oit;

each part of theoil transfer system not necessary for the transfer operation is securely
capped, flanged, blanked or shut off;

the end of each hose that is not connected for the transfer of ail is plugged, capped,
flanged or blanked off using the closure devices required by federal regulation;

the transfer system is attached to afixed connection on the transfer unit or receiving unit
vessel-or-servieevesset except that when a vessel of less than 250 barel capacity is
receiving fuel, an automatic back pressure shutoff nozzle may be used,;

each overboard discharge or sea suction valve that is connected to the vessel's oil transfer
or cargo tank sygem is sealed or lashed in the closed position, except when used to
receive or discharge ballast;

each oil transfer hose isin good repair, suitable for the purpose intended and free from
defect which would permit the discharge of oil through the hose material; has no
unrepaired loosecovers, kinks, bulges, soft spots, or any other defect which would permit
the discharge of oil through the hose material and no gouges, cuts, or slashes that
penetrate the first layer of hose reinforcement. For purposes of this section,
"reinforcement” means the strength members of the hose, consisting of fabric, cord and/or
metal;
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()

(k)

()

(m)

(n)
(0)

(P)

(@

(r)

(9)

the discharge containment equipment on deck or on the dock that must be deployed
pursuant to Sections 844, 844.3 and 844.58 of this subchapter, is deployed and in place
prior to any transfer of oil, and periodically drained to provide the required capacity;

each etoseabte drain and etoeseabte scupper is closed by mechanical means to adeguately
prevent any discharge or leaking or_oil; freeing ports shdl be adequately blocked to
prevent any discharge or leaking of oil;

all connectionsin the oil transfer system are leak free, except that a component in the
transfer system, such as the packing glands of a pump which cannot be made leak free,
shall not leak at arate that exceeds the capacity of the discharge containment equipment
to hold any such leakage during the transfer operation;

the communications equi pment and procedures required by thisArtiete subchapter are
operabte operating during the entire transfer operation;

the emergency means of shutdown isin position and operable;

there is a person in charge on beth the transfer unlt and a person in charqe on the
receiving unit during a transfer operation trans . :

each person in charge required by paragraph (o) of this section:

Q) tsshall be present at the site of the oil transfer operation and immediatdy
available to the oil transfer personnel;

2 has in possession a copy of the vessel ail transfer procedures or the facility
operations manual, as appropriate; and

3 conducts the transfer operation in accordance with the vessel oil transfer
procedures or facility operations manual, as appropriate.

the personnel required, under the facility operations manual and the vessel oil transfer
procedures, to conduct the oil transfer operation:

(D) are on duty; and

2 conduct the transfer operation in accordance with thefacility’ s operations manual
or vessel's oil transfer procedures, as appropriate;

each person required by paragraph (0) understands and speaks the English language
fluently, or engages the services of an interpreter;

the person in charge of oil transfer operations on the transfer unit transferring-vesset and
the person in charge of oil transfer operations on the receiving unit vesset have held a
conference to ensure that each person in charge understands the following details of the
transfer operation:

10
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(t)

(u)

Q) the identity of the product and quantity to be transferred, and availability of a
material safety data sheet for the product to be transferred;

2 the sequence of transfer operdions,

3 the transfer rate;

4 the name or title and location of each person participating in the transfer
operation;

5) the details of their respective transfer or receiving system and the particul ars of
the transfer operation;

(6) the critical stages of the transfer operation;

@) al the federal, state, and local rules that apply to the transfer of oil;

(8 the emergency procedures, which shall include:
(A)  acknowledgment that both units will provide all spill containment

resources available on site;

(B) __identification, inwriting, of each unit’s contracted OSRO;
(C)  agreed-upon written emer gency shutdown procedures.

9 the discharge containment procedures;

(10) thedischarge reporting procedures;

(11) thewatch or shift arrangements;

(12) thetransfer shutdown procedures—and-hand-sianal-descriptions:

the person in charge of oil transfer operations on the transfer unit transferrig-vesset and
the person in charge of oil transfer operations on the receiving unit vesset agree to begin
the transfer operation;

between sunset and sunrise, M‘ deck lighting shall be

provided by the self-propelled vessel that adequately illuminates (as described by 33

CFR 155.790(b)) the following:

11
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(1)

(2)

each transfer operation work area and each transfer connection point in use on a
self-propelled vessel; and

each transfer operation work area and each transfer connection point in use on

each barge or small marine fueling facility discharging or receiving oil, unless the
barge or small marine fueling facility itself provides adequate illumination.

3)

Whereillumination appearsto beinadequate, Staff may require verification

by instrument of the levels of illumination. On a horizontal plane three feet
above the deck or walking surface, illumination must measure at least:

(A) 5.0foot candles at transfer connedion points; and

(B) 1.0foot candlesin ail transfer operation work areas.

(V) appropriate fire fighting equipment is available as required in 46 CFR, Part 34.
(w)  naddition; nontank vessels shall have the following:

(1) vessel fire hoses connected to the vessel's fire main, one forward
and one aft of the vessel's manifold. The hoses will be removed
frem-stewageand ready for immediate use. Where monitors are
provided, they shall be pointed towards the manifold and be ready
for immediate use. The fire main will be charged or be capable of
being charged within two minutes; and

(2) at least two chemical type B-11 portable fire extinguishers that are
placed near the vessel's or marine facility’s manifold that isin use,
one forward of and one aft of the manifold.

(x) in addition to the requirements listed in 33 CFR, 154.500(e), all transfer hoses shall have
al markings near the two ends in the vicinity of the flanges where it can be easily seen.
() all transfer conmections shall:

(1) use suitable material in joints and couplings to ensure a leak-free

seal;

(2) use anew gasket:

(3) use abolt in every available hole;

(4) use bolts of the correct size in each bolted connection;

(5) tighten each bolt and nut uniformly and sufficiently to digribute

the load to ensurea leak-free seal;

12
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(6) not use any bolt that shows signs of strain or is elongated or

deteriorated;

(7) use either:

(A)  abolted or full threaded connection; or

(B) a quick-connected coupling {thatmeetsAmerican-Society

forTestingrand-Materiats{ASTWM) 1122 -Standard

and-Materials) with a means of securing the coupling to
prevent accidental release.

(2) the vessal has afill pipe for which containment can be provided. For vessals less than

250 barrels capacity, an automatic back pressure nozzle can be used.

(aa) awritten Declaration of Inspection (DOI) which shall includethe following, in

addition to the requirements of 33 CFR 156.50(c):

(1) identification of each unit’'s OSRO:;

(2)  acknowledgment by each unit that their OSRO has been notified in advance;

(3)  emergency shut-down procedures;

(4) agr eed-upon hand and/or sound signalsthat initiate and complete the shut-
down of the transfe operation.

(5) The Declaration of Inspection shdl be filled out and sgned by each personin
charge and relief person in charge. Each person in charge who is different from
the person who originally signed the Declaration of Inspection shall sign the
Declaration of Inspection beforeassuming or re-assuming the duties of aperson in
charge. Prior to their signing or re-signing the Declaration of Inspection, each
person in chargeshall inspect the transfer unit or receiving unit, as appropriate, to
ensure that the requirements of this subchapter are being maintained;

(ab)  apre-loading plan shall be completed in writing by the receiving unit.
(ac) _ Transfer operations shall not be started or, if started, shall be discontinued under the

following conditions:

(1)

during severe weather, electrical storms, or waveconditions;

(2)

if afire occurs on the wharf, on the vessal, on the marine facility, or in the

vicinity:;

13
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(3) any condition that may jeopardize the safety of the transfer;

(4) loss of continuous two-way voice communication.

Authority: Sections 88670.7, 8670.17 and 8670.18, Government Code.
Reference: Sections 8670.2 and 8670.14, Government Code.

843.9 PERSONNEL WORK LIMITATIONS.

@ No person involved in atransfer operation may work more than 15 hoursin any 24 hour
period, or more than 36 hoursin any 72 hour period, except in an emergency or-a-irit.

Q) For purposes of this subsection, "work™ includes any administrative duties
associated with the vessel or transfer operation whether performed enbeard on
board the vessel or onshore.

2 For purposes of this subsection, "emergency” is limited to those situations which
threaten life, damage to property or have adverse impact on the public health or
safety.

Authority: Sections 8670.7, 8670.17 and 8670.18, Government Code.
Reference:  Section 8670.2 and Section 8670.14, Government Code.
ARHCEEL2

844. CONTAINMENT AND RESPONSE EQWDM ENT REQUIREMENTS; MARINE
FACILITY AND VESSEL OIL TRANSFER BUNKERHNG OPERATIONS.

This section does not apply to small marne fueling facilities. Containment and response
eguipment requirements for small marine fueling facilities, including mobile transfer
units, are addressed in Section 844.3 of this subchapter.

@ The requirements specified in thissection are in addition to those spedfied in 33 CFR
155 which are incorporated herein by reference.

(b) Containment and Removal of On-Deck Spills.

(b1) Transfer units and receiving units vessets must earry provide appropriate
eqU| pment and supplies for the contanment and removd and stor@e of on-deck

eH—eargeeersef—a—Feaﬂ%baﬂﬂe Such eqw pment and supplles must include:

(#A) sorbentssufficient to abserb contain seven barrels of ail;

(2B) non-sparking hand scoops, shovels, and buckets;

14



DRAFT

(©

(30)

(4D)

(5E)

(6F)

(7G)

portable containers suitable for holding seven barrels of solid recovered
waste and seven barrels of liquid recovered waste;

aminimum of 15 gallons of a emutsiftersfor deck cleaning agent;

appropriate protective clothing to protect personnel from inhalation
hazards, eye exposure, and skin contact;

non-sparking portable pump(s) and with appropriate hoses; and

the equipment required in this section must remain ready, and pump(s) and
with appropriate hoses must be tigged ready, for immediate use during
eargo transfer operations.

Transfer vessets-er-mebtte-transfer units, except for small marine fueling facilities, must
carry or provide at the point of transfer; appropriate equipment and supplies for the
containment and removal of both persistent oil, and #1 and #2 grade oil (as defined in
Section 841 of this subchapter) earge spillsin water adjacent to the transfer site. Prior to

beginning each transfer operation the transfer vesset-ormobtetransfer unit shall provide
either one of the following for the duration of the entire transfer operation:

(1) boom deployed so as to enclose the water surface area adjacent to thevesset
receiving unit et which will provide common containment areafor:

(A)

(B)

(©

either of the following:
1. the entire vesset receiving unit et and the point of transfer; or

2. those portions of the receiving unit transfervesset or seawall from
which oil may spill into the water.

where the hull of the transfer vesset unit or seawal l+thecase-of-mobite
transferunits; is capable of acting as an effective barrier on the side of the
vesset receiving unit ett, the boom on that side may be deployed sothat it
provides containment between the wesset receiving unit et and the transfer
vesset unit or seawall.

the boom shall be deployed so that it provides a stand-off of not less than 4
feet from the outboard side of thewesset receiving unit ett.

(2 sufficient boom, trained personnel and equipment, maintained in a stand-by
condition at the point of transfer, such that at least 600 feet of boom, or an amount
sufficient to meet the containment requirements in subsection (1), above,
whichever is greater, can and will be deployed for effective containment
immediately, but no longer than 30 minutes, after tipon discovery for
eontarnment of a spill.

15
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(d)

In addition to the requirements specified in this section, the owner or operator of a
transfer unit vesset-ormebtetransterunit; shall also identify the equipment, personnel
and procedures SUffICI ent to conta| nas0 barrel splll These response resources shall be

e e sfe er-ope e on-scene
and deployed within one hour tmmediatety for effectlve containment in the event of an ail

spill.

Authority: Sections 8670.7, 8670.17, 8670.18 and 8670.28, Government Code.
Reference: Sections 8670.2, 8670.14, 8670.25 and 8670.28, Government Code.

844.1 OIL DISCHARGE CLEANUP;, MARINE FACILITY AND VESSEL OIL TRANSFER

@

(b)

BUNKERHING OPERATIONS.

This section does not apply to small marine fueling facilities. Qil discharge cleanup
requirements for small marine fuding facilities are addressed in Section 844.4 of this

subchapter.

Each person conducting an oil transfer operation shall stop the transfer operation
whenever oil from any source is discharged:

Q) in the transfer operation work area and poses a threat of spilling into marine
waters; or

2 into the water or upon the adjoining shoreline in the transfer area.

Except as permitted under paragraph (c) of this section, no person may resume an oil

transfer operation after it has been stopped under paragraph Subsection (@) of this section,

unless:

(1) source of the spill have been secured:;

(©)

(32) theoil discharged in the oil transfer operation work areais cleaned up; and
(23) theoil discharged into the water or upon the adjoining shoreline is cleaned up.

The U.S. Coast Guard Captain of the Port may authorize resumption of the oil transfer
operation if it is deemed appropriate.

Authority: Sections 8670.7, 8670.17 and 8670.18, Government Code.
Reference:  Section 8670.2, 8670.14 and 8670.25, Government Code.

844.2 REPORTING REQUIREMENTS;, MARINE FACILITY AND VESSEL OIL

TRANSFER BUNKERHYG OPERATIONS.

This section does not apply to small marine fueling facilities. Reporting requirements for
small marine fueling facilities are addressed in Section 844.5 of this subchapter.
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@

(b)

(©)

An immediate report must be made by the transfer unit vesset to the California Office of
Emergency Services, in the event any of the following occurs during an oil transfer a

bunkering operation:
Q) afire, explosion, collision, or grounding;

2 any similar emergeney incident or occurrence which poses athreat to the vessels
involved.

The master or person in charge of avessel ermobtHe-transtertntt shall report any
discharge of ail into the water from such vessel.

Notification.

Q) Unless the sStaff and avesset the operator agreeotherwise, at least four (4) hours,
but not more than twenty-four (24) hours, prior to the initiation of any transfer
operation, the transfer unit wesset operator shall provide notice of thetransfer to
the sStaff. For burkering oil transfer operations where the transfer unit vesset
operator is given less than four (4) hours notice, the operator shall provide the
sStaff with notice of the transfer as soon as possible after receiving notice of the
anticipated transfer, but in any case prior to the initiation of transfer operations.

(2)  Thenotification requirement in Subsection (a) above, also appliesto ail transfers
to or from amarine facility, tank vessel or nontank vessal within a drydock, and
oil transfersto or from the drydock.

(23) Notifications shall be made in writing Hrpersenby-telephoneer by facsimile
machine or_other agreed upon meansto the sStaff.

(34) Thenotification shall include the following:
a Fthe location of the transfer;
b. Fthe expected time of arrival of the transfer unit vesset;
C. Ftime anticipated for initiation of the transfer operation;

d. time anticipated for completion of the transfer operation;

de. Fthe names of the tank-vesset-orbarge transfer unit and receiving unit
involved; and

f. Fthe type or types of oil and quantity being transferred:;

d. the name and 24 hour telephone and facsimile number of thetransfer

unit’s Qualified Individual; and
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h. the name of the transfer unit’scontracted oil spill response
organization(s).

(5) After initial notification to Staff, if the time of atransfer changes by one hour or
more or is canceled, the person in charge of the transfer unit shall update the
origina notification to Staff with this information.

(56) Acknowledgment by the Sstaff of the notification required by this subchapter is
not required to commence operations.

Authority: Sections 8670.7, 8670.17 and 8670.18, Government Code.
Reference:  Sections 8670.2, 8670.14 and 8670.25.5, Government Code.

844.3 CONTAINMENT AND RESPONSE EQUIPMENT REQUIREMENTS; SMALL
MARINE FUELING FACILITY OIL TRANSFER OPERATIONS.

(a) The requirements specified in thissection are in addition to those spedfied in 33 CFR
154 which are incorporated herein by reference.

Small marine fueling facilities shall carry on-site appropriate equipment and supplies for
the containment and removal of on-deck and on-shore oil spills of at least two barrels.
Such equipment and supplies must include:

(1) sorbents sufficient to abserb-contain two barrels of ail;

(2) non-sparking hand scoops, shovels, and buckets;

(3) portable containers suitable for holding two barrelseach of solid recovered waste
and two barrels each of liquid recovered waste;

(4) aminimum of five gdlons of a deck cleaning agent;

(5) appropriate protective clothing to protect personnel from inhaation hazards, eye
exposure, and skin contact;

(6) non-sparking portable pumps with appropriate hoses; and

(7) the equipment required in this section must remain ready, and pumps with
appropriate hoses must be ready, for immediate use during transfer operations.

(c) Small marine fueling facilities, not including mobile transfer units, must carry or provide
at the point of transfer appropriate equipment and supplies for the containment and
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removal of both pasistent oil, and #1 and #2 grade oil (as defined in Sedion 841 of this
subchapter) spills in waters adjacent to the transfer site. Prior to beginning each transfer
operation the small marine fueling facility shall provide either one of the following for
the duration of the entire transfer operation:

(1) boom deployed so as to enclose the water surface area adjacent to the vessel
which will effectively maintain a common containment and oil entrapment area
for:

(A)  either of thefollowing:

1. the entire vessel and the point of transfer; or
2. those portions of the vessel and seawall from which oil may spill
into the water.

(B) where the hull of the vessel and theface of the dodk or seawall areboth
capable of acting as effectivebarriers, the boom may be deployed so that it
provides containment between the vessel and dock or seawall.

(Q) the boom shall be deployed so that it provides a stand-off of not less than
four feet from the outboard side of the vessdl.

(2) sufficient boom, trained personnel and equipment, maintained in a stand-by
condition at the point of transfer, such that at |east 600 feet of boom, or an amount
sufficient to meet the containment requirements in subsection (1) above,
whichever is greater, can and will be deployed for effective containment
immediately, but no longer than 30 minutes, after discovey of a spill.

(d) In addition to the requirements spedfied in this section, the owner or operator of small
marine fueling facility, not including mobile transfer units, shall also identify the
eguipment, persomnel and procedures sufficient to contain a 50 barrd spill. Mobile
transfer units shdl identify the equipment, personnel and procedures sufficient to contan
atwo barrel spill. These response resources shall be on-scene and deployed within one
hour for effective containment inthe event of an oil spill.

Authority: Sections 8670.7, 8670.17, 8670.18 and 8670.28, Government Code.
Reference: Sections 8670.2, 8670.14, 8670.25 and 8670.28, Government Code.

844.4 OIL DISCHARGE CLEANUP; SMALL MARINE FUELING FACILITY
OPERATIONS.

(a) Each person conducting an oil transfer operation shall stop the transfer operation
whenever oil from any source is discharged:

(1) in the transfer operation work area and poses a threat of spilling into marine
waters; or
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(2) into the water or upon the adjoining shoreline in the transfer area.

(b)

Except as permitted under paragraph (c) of this section, no person may resume an oil

transfer operaion after it has been stopped under paragraph (a) of this section, unless:

(1) source of the spill have been secured:;

(9]

(32) theoil discharged in the oil transfer operation work areais cleaned up; and
(23) theoil discharged into the water or upon the adjoining shorelineis cleaned up.

The U.S. Coast Guard Captain of the Port may authorize resumption of the oil transfer

operation if it is deemed appropriate.

Authority: Sections 8670.7, 8670.17 and 8670.18, Government Code.

Reference: Section 8670.2, 8670.14 and 8670.25, Government Code.

844.5 REPORTING REQUIREMENTS; SMALL MARINE FUELING FACILITY

@

OPERATIONS.

An immediate report must be made by the vessel and the small marine fueling facility to

the California Office of Emergency Services, in the event any of the following occurs
during an oil transfer operation:

(1)  afire, explosion, callision, or grounding;

(2) any similar incident or occurrence which poses athreat to the vessels or facilities

involved.
(b) The master or person in charge of avessa or small marine fueling facility (including
Mobile Transfer Units) shall immediately report any discharge of oil into the water.
(c) Notification: Mobile Transfer Units Only.

(1) Unless the Staff and the operator agree otherwise, at least four hours, but not more

than 24 hours, prior to the initiation of any transfer operation, the mobile transfer
unit operator shall provide notice of the transfer to the Staff. For mobile transfer
unit operations where the operator is given less than four hours notice, the
operator shall provide the Staff with notice of the transfer as soon as possible after
receiving notice of the anticipated transfer, but in any case prior to the initiation of
transfer operdions.

(2 Notifications shall be made in writing by facsimile machine or other agreed upon

means to the Staff.

(3) The notification shall include the following:
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a the location of the transfer;
b. the expected timeof arrival of theunit;
C. time anticipated for initiation of the transfer operation;
d. time anticipated for completion of the transfer operation:;
e. the names of the transfer unit or receiving unit involved;
f. the type or types of oil being transferred;
- g thenameand 24 hour telephone and facsimile number of the Qualified
Individual; and
h. the name of the MTU’ s oil spill response organization(s).

(4) After initial notification to Staff, if the time of atransfer changes by one hour or
more or is cancded, the person in charge of the mobile transfer unit shall update
the original notification to staff with this information.

(5) Acknowledgment by the Staff of the notification required by this subchapter is not
required to commence operations.

Authority: Sections 8670.7, 8670.17 and 8670.18, Government Code.
Reference: Sections 8670.2, 8670.14 and 8670.25.5, Government Code.

ARTICLE 1.32
ADDITIONAL REQUIREMENTS FOR LIGHTERING OPERATIONS

844.36 APPLICABILITY.

(@ This Article applies to vessels which engage in oil lightering operationswhite+a where a
spill could impact the marine waters of California. Lightering or lightering operation
means the transfer of a cargo of oil in bulk from one vessel to another. Lightering
includes all phases of the operation from the beginning of mooring activities between the
transfer unit and the receiving unit to the departure of the either the transfer unit or the
receiving unit. A lightering operation does not include bunkering. Theserules arein
addition to rules found in Article 1.1 of this subchapter. The requirements of this article
shall not apply to a vessel that conducts alightering operation in an effort to prevent an
oil spill or other harm to public safety or the environmert.

Authority: Sections 8670.7, 8670.17 and 8670.18, Government Code.
Reference: Section 8670.2, 8670.17 and 8670.18, Government Code.

84447 GENERAL REQUIREMENTS; LIGHTERING OPERATIONS.
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@ No vessel may transfer cargo oil upon marine waters of the State of Californiawhere the
cargo oil isto be lightered frem-anethervesset, unless:

D

)

3

Authority:
Reference:

the vessel isin compliance with the regutattens+a requirements of this Attiete
subchapter;

both the receiving unit vesse-to-bettghtered and the transfer unit service-vesset
have; on board; at the time of transfer, avalid Certificate of Inspection, Certificae
of Compliance, or a Tank Vessel Examination Letter, as would have been
required under 46 U.S.C. 3710 or 3711, had the transfer taken place in a port or
place subject to the jurisdiction of the United States; and

the receiving unit and transfer unit as required by 33 CFR 151 vesset-to-be
Hghtered has on board, at the time of transfer, an International Oil Pollution
Prevention (10PP) Certificate or equivalent documentation of compliance with
Annex | of the International Convention for the Prevention of Pollution from
Ships, 1973, as modified by the Protocol of 1978. Such documentation isthe
same as that which isrequired by 33 CFR 151 for vesselsin the navigable waters
of the United States. The IOPP Certificate or documentaion of complianceshall
be that prescribed by 33 CFR 151.19 and 33 CFR 151.21, and shall be effective
under the same timetable as specified in 33 CFR 151.19.

Sections 8670.7, 8670.17 and 8670.18, Government Code.
Sections 8670.2 and 8670.14, Government Code.
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ARTICLE 1.53
TRANSFER OPERATIONS INSPECTION PROGRAM

845. INSPECTIONS.
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@ I nspectors may board and inspect any vessel which is conducting, prepaing to conduct,

or has |ust flnlshed conductl nq an oil transfer The Adm| nistrator Eﬁfofeemeﬁt—aﬁd

i1 me e has the prlmary responsibility
for carrying out the provisions of the Act Wlthl n the Administrator's jurisdiction.

(b) The Administrator shall designate personsto act in the capacity of tinspector for purposes
of this Article. Such personnel shall be readily identifiable by credentialsissued by the
Administrator. Credentialsissued pursuant to this Article shall be carried by the
ingpector conducting any inspection and made available for viewing upon request from
any interested party.

(©) As used in Section 845.2 below, the term Administrator shall also mean any person
having the authority to conduct inspections as delegated pursuant to this Article.

Authority: Sections 8670.7, 8670.17 and 8670.18, Government Code.
Reference: Sections 8670.2 and 8670.18, Government Code.

845.1. COMPLIANCE WITH FEDERAL, STATE AND LOCAL REGULATIONS.

All transfer operators involved in bunkering-ancHightering transfer operations shall comply with
all applicable federal, state, and local pollution prevention regulations, including, but not limited
to, the provisions under 33 CFR Parts 154, 155, and 156

Authority: Sections 8670.7, 8670.17 and 8670.18, Government Code.
Reference: Sections 8670.2 and 8670.14, Government Code.

845.2 INSPECTIONS AND MONITORING.

€) The Administrator shall carry out an inspection program which shall include the
following:

Q) at least once evey three years, the Administrator shall conduct a system safety
ingpection of each vessel engaged in transfer operations in the marine waters of
California. Such an inspection shall determine whethe the vessel isin
compliance with equipment, procedures, and other requirements as specified by
this subchapter.

(2 monitoring transfe operations at the transfer site on a continuing, random basis.
(b) Inspectors’ Acoess to Vessels and Records.
(1) Every vessel operator shall provide the Administrator access at any time to any
and all policies, guidelines and reports relating to the testing, inspection,

mai ntenance and operation of the vessel, including but not limited to operations
manuals and U.S. Coast Guard Inspection Reports.
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2 All vessel operatorsinvolved in transfer operations shall ensure that the
Administrator hasaccess at any and all timesenbeard on board any and all vessds
engaged in bunkering; Hghtertngor-other transfer operations. The vessel operator
shall provide, at aminimum, SOLAS approved access to board the vessel. Access
shall be provided to the Administrator for the purpose of monitoring transfer
operations and compliance with regulations of the U.S. Coast Guard and the
Administrator with regard to oil pollution prevention during such operations. The
Administrator shall have access to any and all areas of the vessel necessary, as
deemed by the inspector, to monitor any and all phases, aspects, and parts of the

bunkerthg;, Hghterthg-or-other transfer operaions.

3 Access under paragraphs (1) and (2) shall be provided without warrant or prior
notification by the Administrator.

4 If the Administrator is denied access as specified under this section, al transfer
operations at the vessel shall terminate and may not proceed until the earlier of the
following occurs

(A) the Administrator gives approval for transfersto proceed; or

(B)  aperiod of 48 hours has elapsed from the time that the Administrator was
informed that access was denied. During such 48 hour period the
Administrator shall pursue appropriate legal remedies to gain access, or
enjoin further oil transfers.

(5) If access as specified under this section is denied, the Administrator shall do all of
the following:

(A)  provide notification of the denial of accessto the U.S. Coast Guard Marine
Safety Office having jurisdiction;

(B)  provide notification of the denial of access to the State Lands
Commission; and

(C) takewhatever lega action is necessary to obtain access, including, but not
limited to, the following:

1 seeking any orders or other documents necessary or appropriate
from a court having proper jurisdiction; or

2. seeking any other orders or documents necessary or appropriate.
In the event of an oil spill, the presence of any of the Administrator's inspectors or any
other agent or employee of the Administrator shall in no way relieve or alter any

responsibility the operator of avessel involved in transfer operations may have to report
the discharge to the Office of Emergency Services, as required under Govemment Code
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Section 8670.25.5, and to comply with dl applicable contingency plans and all
requirements under the Government Code regarding response to oil spills.

Authority: Sections 8670.7, 8670.17 and 8670.18, Government Code.
Reference:  Section 8670.18 and 8670.25.5, Government Code.
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